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For connection of the Track

Turntable Section with the Fitted
Connecting Track.

i e
ES I I O O O | E
avkO—3—
EBiRAI—N
Controller Ribbon Cable
R—=VF—T VARG
Turntable

BHEREE (ERR)
Fitted Connecting Straight Track

& T

BgYafr—
Insulated Unijoiner
A=V T =T VARG

LTERIBFRICEALET,

For connection of the Turntable
with the insulated main line.
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Unijoiner Remover Tool

insulated Fitted Connecting Track.
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Bumper Track Bed
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Bumper Track Rails

*Bumper Track Bed, Rails, and Center Brace will need to be cut carefully from their sprues — a hobby knife or sandpaper
should be used to remove any excess plastic from the sprue connection.
% Be careful when using blades such as hobby knives so as to avoid injury.
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Turntable Center Brace
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BMProduct Specifications

* Input: DC5V

« Controller Current Draw: 0.35A

B Operation Instructions

« This product is recommended for ages of 14 years and up.

« When used in Analog (DC) operation,Please operate this product less

than DC12V voltage. Please do NOT use AC currency for operation.

accordingly.

« If a derailment or short circuit occurs, Shut down the electricity and
disconnect the power supplies for the both the Turntable and Power
Pack. After solving the problem, reconnect the power supplies

- Before operation, it is recommended that you dust the Turntable Block
with a small brush, and wipe the surface of the rail with a cotton swab
with liquid rail cleaner. Do not use a sand paper or water to clean the rail.

« When disconnecting the power and controller ribbon cable, do not yank
on the cable as it may cause damage. Always grip by the connection plug

when removing cables.

« When not in use, the turntable power supply should be unplugged from

your wall outlet.

* When used with a DCC system, this product CAN operate trains by
connecting the DCC controller output to the Jump Socket on the
Turntable Controller. The Bridge, however, cannot be controlled by your
DCC system and will still need to use the included Turntable Controller.




