Part no. |Part Name Quantity | Part no. {Part Name Quantity

C I ass 7 3 0 g all g e 3 CENTRE_WINDOW 2 22 |27 WAY_CABLE_1_L 2

PA RTS D lAG RAM 4 FRONT_WINDOW 23 27_WAYCABLE 1 R
5 FRONT_WINDOW_R 24 27_WAY_CABLE 2 L
6 CAB_SIDE_WINDOW 25 27_WAY_CABLE 2 R
7 CAB_SIDE_WINDOW_R 26 BODY_STEP_L
. 8 SIDE_WINDOW 27 BODY_STEP_R
F|g1 14 FRONT_UPPER_HANDRAIL 28 SMALL_SIDE_GRILL_LEFTSIDE

15 CORNER_HANDRAIL

16 DOOR_HANDRAIL

17 LAMP_BRACKET

18 MU_RECEPTABLE_CL73
18 MW_CABLES

20 27_WAY_CABLE _BASE_L
21 27_WAY_CABLE BASE R

LARGE_SIDE_GRILL
30 |LARGE_VERT_SIDE_GRILL_LEFTSIDE
31 |LARGE_ROOF_HORN
32 |SMALL_ROOF_HORN
33 |SIDE_LIFTINGEYE

34 |ROOF_FAN_GRILL
45 |T_HANDLE

46 |SIDE_ROOF_GRILL
47 |ROOF_VENT

48 |AERIAL_BASE

49 |AERIAL_ANTENNA
210 |WIPER_LEFT_CL_73
211 |WIPER_RIGHT_CL73

I Part #48/49 NRN Radio Aerials is

@ only fitted to later (V2) Locomotives.
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This model is designed for ‘Plug and Play’
DCC conversion using an
ESU #58515 LokSound V5 XL decoder.

Speaker NOT INCLUDED
but locating pins are
provided inside

Compatible with ESU
Fl 2 54678 Smoke Unit
g. NOT INCLUDED

Part no. [Part Name Quantity
89 SANDBOX_LID 8
90 SANDBOX_LID_ROUND
107 BOGIE_ETCH_STEP_PLATE
179 PHONE_STAND
188 AIR_CONTROL_PIPE R
ESU 58515 189 AIR_CONTROL_PIPE_L
V5XL Decoder 190 AIR_BRAKE PIPE_LEFT
NOT INCLUDED 191 BUFFERBEAM_PIPE L
192 BUFFERBEAM _PIPE_R
193 ETH_RECEPTACLE
194 ETH_RECEPTACLE CL 73
195 ETH_CABLE_TO_BODY_CL73
197 Heljan Std. Buckeye Coupler
198 VACUUM_EXTENT
199 VACUUM_PIPE
200 BUFFING_PLATE
201 RECEPTACLE
> 202 RECEPTACLE R
How to replace the Headcode slides: e & 203 |WEDGE_L

[SEZCRISEINSEISESNEINRENEESEENEENEESEENR LN CH AN Y6 R o)

This part #9 is attached
to the body

Part #203 & 204
is only for ? (Ben)

1) Remove the body as explained in Fig.4.

2) Remove headcode assembly.

3) Insert the Headcode slide of your choice (#11-13
to the slot of Part# 9.

4) Put the headcode assembly back in place.

Part #203/204 Bufferbeam Wedges

Part #76 Collector Shoe A ; °
Qi) can be posed i cither aised B o e

76 ICOLLECTOR_SHOE 4 or lowered position. loco to confrim wheter they are

108 JARCHSHIELD_L Remove 4 screws required.

108 ARCHSHIELD_R to remove bOdy
110 ARCSHIELD_LARGE_LEFT

111 ARCSHIELD_LARGE_RIGHT
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PLEASE NOTE!

A set of optional arc shield parts
(#108-110) is supplied with every model.
These were fitted from 1984 onwards and
are not required on locomotives in ealier liveries

Flashing LED lights:
The Flashing effect is only available in DCC
in DC mode, the lights are either ON or OFF.



